
Performance Specification for Evercem TOP SEAL
Water repellent for stone, marble, concrete and wood
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Description 
TOP SEAL is a proprietary mixture based on potassium methyl siliconate in aqueous solution and a special catalyst. The 
product, reacting with carbon dioxide present in the air, penetrates the surface to a depth from 1 to 5 mm. TOP SEAL forms 
a waterproof  and breathable barrier which, without altering the colour, texture, or any other physical characteristic of the 
surface to which it is applied, makes it impermeable to water and protects it from weathering. 

Properties 
TOP SEAL is particularly e�ective in protecting and waterproo�ng all kind of bricks, terracotta and stone pavings, natural 
stone, mature concrete, plasters, etc.
TOP SEAL is a breathable and invisible treatment, with a very long durability. TOP SEAL greatly increases the resistance of 
the treated surface to freeze-thaw cycles,  reduces e�orescence and protects the surface from common pollutants and 
water penetration.
TOP SEAL protects the surface from the formation of dust deposits, prevents the proliferation of mould and algae, stops 
water in�ltration from pores.
TOP SEAL makes snow and ice removal (and surface cleaning, in general) easier.
TOP SEAL is colourless, odourless, non-toxic and environmentally friendly. If correctly applied the life of the treatment is 
guaranteed for 8-10 years.

Technical Data
Composition: Proprietary mixture of potassium methyl siliconate in aqueous solution (< 5%)
Form: Colorless, clear liquid
Expiry: 24 months, if stored sealed
Storage: Store frost free. Keep tightly sealed
Flash point: Non-�ammable
Toxicity: Non-toxic
Coverage: 0.15-0.25 litres/sqm.
Dilutent: Use undiluted
Environmental risk: None
Maturing: About 2 hours

Uses
TOP SEAL must be applied on porous and absorbent materials. Make sure the surface to be treated is dry.
Some examples of applications are: 
• On terracotta and stone paving.
• On brick walls.
• On tiles and roo�ng in general.
• On mature concrete.
• On natural stone in general.
• On the joints in swimming pools, terraces and showers.
• On plaster, to avoid water in�ltration into buildings.
• On statues, stone works,  columns and gateways, as a protection from atmospheric agents.
• On any stone or brick support that could absorb water.
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Application Instructions
The surface must be clean, sound, completely dry and free from deposits of oil, paint or dust.
Evercem TOP SEAL should be applied by spraying (using low pressure sprayers which are normally used for gardening). 
Application by brush or roller is also possible.

Warning
In presence of non-absorbent surfaces (stoneware, glass, etc.), as in the case of joints waterproo�ng, promptly remove any 
product residue with a sponge or rag. As for terracotta paving, It is necessary to wash them thoroughly before treating, 
using an acid solution to prevent the appearance of e�orescence. Always test TOP SEAL onto a small area to check the 
proper operating conditions.
Do not apply on glass, glazed surfaces or aluminium: the product is alkaline and etching will occur. 
Do not apply a second coat. In case of speci�c applications, please contact our Technical O�ce.
Toxicity: Non-toxic
Dilutent: Use undiluted

Technical information
The use of an excessive amount of Evercem Top Seal can, in some cases, alter the colour of the surface.
Always do a test before application. 

Packaging
In 1, 5, 10 and 20 liters containers.
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