EVERCEM
WOOD

Waterproofing sealant
Wood protection
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Sealer and Waterproofer
Wood Protection

Performance specification for Evercem WOOD

Description:

Evercem WOOD consisting of a waterglass based
mixture in agueous solution, modified with a special
catalyst, provides protection against deterioration of all
types of wood. The product penetrates in depth into the
natural porosity and, reacting with the alkali present in
wood, forms a permanent waterproof barrier. WOOD,
particularly effective for reducing the flammability of
wood and protecting from the absorption of water and
moisture, extends the durability of wood and any paint
or surface treatment.

Properties

WOOD is a permanent waterproof barrier, particularly
effective for preventing and reducing the percentage of
moisture in wood (by at least 50%), prevents the
formation of mold, fungus and bacteria, the main causes
of deterioration, and protects against the penetration of
oils, grease and pollutants. WOOD does not produce any
surface film but penetrates into the structure and allows
the timber to breathe normally. WOOD protects against
freeze / thaw cycles. WOOD increases surface density
and hardness of timber, thus increasing its resistance to
wearing over time. WOOD significantly reduces the flam-
mability of timber. WOOD does not alter the texture or
natural color of the wood.

The treated surface dries quickly (30 mins to 1 hr max)
and can be painted over after seven days at least.

It enhances the adhesiveness of varnishes, colorants,
paints and mastics in a uniform manner and extends

the lifetime by 300%.

WOOD is odourless, colourless, non-toxic and environ-
mentally friendly; its components are completely natural.

Technical Data

* Composition: Proprietary mixture of waterglass in
agueous solution.

* Form: Colorless, clear liquid.

* Expiry: No expiry if stored sealed. It is best to use
within 12 months.

» Storage: Storage temperature between 5°C to 60°C.

Do not store under direct sunlight. Do not keep the

product in containers made of galvanized metal or

aluminium.

Flash point: Non-flammable.

Toxicity: Non-toxic.

Coverage: 6 8 sgm/litres.

Dilutent: Use undiluted.

Environmental risk: None.

Maturing: 36 days. Can be handled after 1 hour.
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Uses

* Log homes. Building frames and decks.

+ Outdoor wooden structures.
Wooden garden furnitures.

» Storage sheds. Wood fences. Window and door
frames, balconies. Wooden planting tubs.
Special flooring.

Application Instructions

Shake well before use. The surface must be clean,
sound, dry and free from residues of previous
treatments, if any. In the presence of stains, it is
preferable to remove by grinding in order to obtain

a better surface appearance. Evercem WOOD should
be applied by spraying (using low pressure spray-

ers which are normally used for gardening ); it can be
applied by brush too, but the application would require
a greater amount of time. It is not required a great
amount of product; one liter of Evercem WOOD covers
from 6 to 8 square meters of surface. After application
by spraying it might be necessary to use a slightly damp
brush in order to achieve uniformity of product appli-
cation, especially at critical points. The treated surface
dries in just over one hour, during which the colour of
the treated surface might change depending on the
specific material and its absorption; at the end of the
process the uniformity of the surface colour will be re-
stored. Normal application requires one treatment only;
avoid a second treatment. In case of specific
requirements, contact the technical service.

Warning
Toxicity: Non-toxic
Dilutent: Use undiluted.

Technical information

Evercem WOOD reaction is carried out in two stages;

in the first stage it reacts with the alkali and acids
present in most wood cells, forming an aero silica gel
membrane on the surfaces of the cell walls.

This membrane forms an internal seal and a barrier
against water and other causes of deterioration.

Over a period of time the silica gel membrane hydrates
and hardens into a crystalline structure within the
wood leaving a clear natural finish and no film or
membrane on the wood surface. Evercem WOOD
needs only to be applied once for a lifetime protection.

Imballaggio
In1, 5,10 and 20 litres bins.
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