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1. Identification of the substance/mixture and of the company/undertaking

1.1 Product identifier:
Product Name: Evercem Deep Clean 250

1.2 Relevant identified uses:
Floor&Surface Cleaner

1.3 SDS Provider

Company name: TECNOVA GROUP s.r.l.

Address: Via Al Idrisi, 2T - 95041 Caltagirone (CT) - ITALY
Telephone number: +39 0933 31224 - Fax: +39 0933 25621 /
e-mail adress: info@tecnovagroup.it

1.4 Emergency telephone number
+39 0933 31224 - ITA emergency number: 118

2. Hazards ldentification

2.1 Classification of the mixture:

Eye: H302 - Direct contact may cause temporary redness or discomfort.
Skin: No significant irritation expected from a single exposure.
Inhalation: No significant irritation expected from a single exposure.

2.2 Label elements:
Labelling according to Regulation (EC) No. 1272/2008 (CLP)

Hazard pictogram (CLP):

CLP Hazard Statement(s)
H320 - Direct contact may cause temporary redness or discomfort.

CLP Precautionary Statement(s) — Prevention
P102- Keep out of reach of children

P101- If medical advice is needed, have product container or label at hand.

P103- Read label before use.

P264 - Wash skin and contaminated clothing thoroughly after handling.
P270 - Do not eat, drink or smoke when using this product.

P234 - Keep only in original container.

2.3 Other Hazards - Storage
Store in a secure manner.
Store in a well-ventilated place.
Keep cool.

2.4 Ecological Hazards.

Keep out of water supplies and sewers. This material is alkaline and may raise the pH of surface waters.

This material has exhibited moderate toxicity to aquatic organisms.

2.5Precautionary Statements: Avoid breathing vapors or mist. Avoid contact with skin, eyes, and

clothing. Keep container tightly closed. Wash thoroughly after handling/ Use only with adequate
ventilation.
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3.Composition / Information on Ingredients

3.1. Substances:

Name Conc. %. CAS N° Classification 1272/2008 (CLP)
Water <95.5% 7732-18-5
Sodium bioxide <1.5% 1310-73-2 H320
Butoxyethanol <1.5% 14808-60-7
Catalyst <2.0%

4. First aid measures

4.1 Description of First Aid Measures:

Eyes

Skin

Ingestion

Inhalation

Immediately flush eyes with plenty of water, occasionally lifting the upper and lower eyelids. Remove
contact lenses if present and easy to do. Washing eyes within several seconds is essential to
achieve

maximum effectiveness. Get medical attention if irritation persists.

Flush skin with plenty of water for while removing any contaminated clothing and shoes. Discard
contaminated clothing in a manner which limits further exposure, making sure to wash before reuse.
Contact a physician if irritation persists.

Do not induce vomiting. If victim is conscious and alert, give 2-4 cups of water. Never give anything
by

mouth to an unconscious person. Get medical attention immediately.

Remove from exposure and move to fresh air immediately and keep comfortable for breathing. If

breathing is difficult, give oxygen. Call a doctor or poison control center if symptoms persist. If
breathing has ceased apply artificial respiration using oxygen and a suitable mechanical device such
as a bag and a mask. Call a doctor or poison control immediately.

4.2 Notes to Physician: Treat symptomatically and supportively. Consult a doctor and/or the nearest
Poison Control Centre for all exposures.

5. Fire - Fighting Measures

5.1 Conditions of flammability:
Not flammable or combustible.

5.2 Suitable extinguishing media:
Use water spray, alcohol-resistant foam, dry chemical or carbon dioxide.

5.3 Hazardous combustion products:
Hazardous decomposition products formed under fire conditions - Sodium oxides

5.4 Advices for Fire Fighters:
Wear self contained breathing apparatus for fire fighting if necessary.
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6. Accidental Release Measures

6.1 Personal precautions, protective equiment and emergency procedures:

Eliminate all sources of ignition in the vicinity of the spill or released vapor. If this material is released into the work
area, evacuate the area immediately. Monitor area with combustible gas indicator. Wear appropriate personal
protective equipment when cleaning up spills. Refer to Section 8. Eliminate potential sources of ignition. Handling
equipment must be bonded and grounded to prevent sparking.

6.2 Environmental Precautions:
Contain release to prevent further contamination of soil, surface water or groundwater.

6.3 Methods and materials for containment and cleaning up

Clean up spill as soon as possible, observing precautions in Exposure Controls/Personal Protection. Use
appropriate techniques such as applying non-combustible sorbent materials or pumping. All equipment used when
handling the product must be grounded. A vapor suppressing foam may be used to reduce vapors. Use clean non-
sparking tools to collect absorbed material. Where feasible and appropriate, remove contaminated soil. Place
contaminated materials in disposable containers and dispose of in a manner consistent with applicable regulations.

6.4 Reference to other sections:
Refer to section 8 and 13.

7. Handling and Storage

7.1 Precautions for safe handling:
Avoid to eat, drink and smoke during handling.

7.2 General Storage Information:

Container is not designed to contain pressure. Do not use pressure to empty container or it may rupture with
explosive force. Empty containers retain product residue (solid, liquid, and/or vapor) and can be dangerous. Do not
pressurize, cut, weld, braze, solder, drill, grind, or expose such containers to heat, flame, sparks, static electricity,
or other sources of ignition. They may explode and cause injury or death.

Empty containers should be completely drained, properly closed, and promptly returned to a drum reconditioner,
or disposed of properly. DO NOT USE OR STORE near heat, sparks or open flames. USE AND STORE ONLY IN
WELL VENTILATED AREA. Keep container closed when not in use.Store in original container protected from
direct sunlight in a dry, cool and well-ventilated area, away from incompatible materials and food and drink. Store
between the following temperatures: 45°F - 120°F (7°C - 49°C). Keep out of the reach of children.

8. Exposure Controls / Personal Protection

8.1 Control Parameters:

8.2 Exposure controls:

Ventilation system: A system of local and/or general exhaust is recommended to keep employee exposures as
low as possible. Local exhaust ventilation is generally preferred because it can control the emissions of the
contaminant at its source, preventing dispersion of it into the general work area. Please refer to the ACGIH
document, Industrial Ventilation, A Manual of Recommended Practices, most recent edition, for details.
Respiratory Equipment: If exposure is anticipated to be greater than applicable exposure limits, wear a NIOSH
approved respirator that provides adequate protection from measured concentrations of this material. Use the
following elements for air-purifying respirators: Air-Purifying Respirator for Organic Vapors Use a positive pressure,
air-supplying respirator if there is potential for uncontrolled release, exposure levels are not known, or other
circumstances where air-purifying respirators may not provide adequate protection.
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Skin protection: Wear chemical resistant protective clothing if contact is imminent.
Eye protection: Use chemical safety glasses if splashing is possible. Maintain eye wash fountain and quick
drench facilities in work area.

9. Physical and Chemical Properties

9.1.Informazioni sulle proprieta fisiche e chimiche fondamentali:

(a) Appearance: colorless liquid
(b) Odor: detergent
(c) pH: 11

(d) Volatile (% VOC by volume): 0.00

(e) Flashpoint: >200F

(f) Freezing Point: 32F

(g) Vapor Pressure (mm Hg): not known

(h) Lower Explosion Limits: not determined

(1) Specific Gravity: 1.00

(j) Solubility in water: complete

(k) Melting Point: not known

() Vapor density (Air=1): not known

(m) Evaporation rate (buAc=1): slower than water

(n) Upper Explosion Limits: not determined

10. Stability and Reactivity

10.1 Reactivity:
Not known

10.2 Chemical stability:
Stable under ordinary conditions of use and storage.

10.3 Possibility of hazardous reactions:
Will not occur.

10.4 Conditions to avoid:
Air and wet storage / conditions.

10.5 Incompatible materials:
Avoid mixing with other chemicals including bases, oxidizing materials, and acids.

10.6 Hazardous decomposition products:
Carbon monoxide.
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11. Toxicological Information

11.1 Toxicological effects informations:
The severity of the tissue damage is a function of its concentration, the length of tissue contact time, and local
tissue conditions.

11.2 Exposure conditions:

After exposure there may be a time delay before irritation and other effects occur. Repeated exposure may cause
dermatitis. Eye contact can cause severe irritation. Ingestion may cause irritation, corrosion/ulceration, nausea, and
vomiting.

12. Ecological Information

12.1 Toxicity:
Not available.

12.2 Persistence and degradability
Not available.

12.3 Bio accumulative potential
Not available.

12.4 Other adverse effects
Not available.

13. Disposal Considerations

13.1 Waste Treatment methods:

Whatever cannot be saved for recovery or recycling should be managed in an appropriate and
approved waste facility. Large amounts should be given to a licensed disposal agency. State and local
disposal regulations may differ from federal disposal regulations. Dispose of container and unused
contents in accordance with federal, state and local regulations.

14. Transportation Information

Transportation hazard class: Not listed

15. Regulatory Information

15.1 Safety, health and environmental regulation/legislation specific for the substance or mixture:

15.2 Chemical safety assessment
Not needed.

16. Further Information

IMPORTANT: The information presented herein, while not guaranteed, was prepared by technical personnel
and is true and accurate to the best of our knowledge. This information is not intended to be all-inclusive as to
the manner and conditions of use, handling, storage, disposal and other factors that may involve other or
additional legal, environmental, safety or performance considerations, and themanufacturer assumes on liability
whatsoever for the use of or reliance upon this information.
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While our technical personnel will be happy to respond to questions, safe handling and use of the product remains
the responsibility of the customer. No suggestions for use are intended as, and nothing herein shall be construed
as, a recommendation to infringe any existing patents or to violate any Federal, State, local or foreign laws.

OSHA Standard 29 CFR 1910.1200 requires that information be provided to employees regarding the hazards of
chemicals by means of a hazard communication program including labeling, safety data sheets, training and
access to written records. We request that you, and it is your legal duty to, make all information in this Safety Data
Sheet available to your employees and customers.



